
Akron har över 50 års erfarenhet av motorer för 
fläktdrift. De vanligaste motortyperna finns alltid 
i lager. Normalt används 3-fas asynkron-motorer 
med isolations klass F och skyddsform IP 55, 
avsedda för drift i temperaturer upp till 40°C.

Mindre motorer, t.o.m. 4 kW, är normalt lindade för 

Y400/D230V. Större motorer, fr.o.m. 5,5 kW är i utfö-

rande Y690/D400V och därmed möjliga att Y/D starta i 

400V nät. 

Normalt är motorer i storlek upp till 225 försedda 

med permanentsmorda spårkullager från SKF. Storle-

karna 250 och större har eftersmörjning som standard. 

Standardlagren är avsedda för drift i omgivningstem-

peratur -10 - +50C.

Speciella krav
Akron har stora möjligheter att anpassa fläktar efter 

särskilda önskemål och behov som t ex större tempe-

raturspann, avvikande huvudspänningar eller explo-

sionssäker klassning. 

Drift i fuktig miljö
Stilleståndsvärme och / eller dräneringshål (IP44) re-

kommenderas på motorer som utsätts för stora tempe-

raturväxlingar vid hög relativ fuktighet. 

Drift vid avvikande temperatur och densitet
Motorer med isolationsklass F är avsedda för drift vid 

märkeffekt i omgivningstemperatur 40°C. Tabellerna 

nedan visar tillåtet procentuellt effektuttag vid olika 

omgivningstemperaturer respektive höjd över havet. 

Normalt görs inte korrektioner för intervallet 0-40°C.

Motorer avsedda för drift i avvikande temperatur 

eller densitet förses på begäran med kompletterande 

märkskylt som visar tillåten effekt respektive ström för 

aktuellt förhållande.

Akron has more than 50 years experience of mo-
tors for fan drive. Common models are always 
kept in stock. Normally 3-phase asynchronous 
motors with insulation class F and protection 
form IP 55 are used in temperatures up to 40°C.

Smaller motors, up to 4 kW, are normally wound for 

Y400/Δ230V. Larger motors, 5,5kW and up are for 

Y690/Δ400V and hence possible to start with star/delta 

starters in the 400V net.

Motors of size 225 and smaller are normally 

equipped with sealed bearings from SKF. Motors of 

sizes 250 and up have on line greasing as standard. 

Standard bearings are for use in ambient temperatures 

between -10 and +50°C.

Special demands
When desired or necessary Akron can specify fans to 

accommodate special requirements, e g temperatures 

outside normal working conditions, deviating main volt-

age or explosion proof classification.

Usage in humid environment
Space heaters and / or drain holes (IP44) are recom-

mended on motors running in high humidity or consid-

erable temperature changes. 

Deviating temperature and density
Motors with insulation class F are designed for a ambi-

ent temperature 40°C. The tables below show maxi-

mum allowed output at different ambient temperatures 

and altitudes. Normally, no corrections are made for 

temperatures between 0-40°C.

Motors for usage in deviating temperature or den-

sity are provided with an additional motor plate. The 

plate show allowed current and output for the specific 

conditions.

Motorer 
Motors

Tillåtet effektuttag vid avvikande temperatur och höjd över havet  n  Permissible power output at different temperatures and altitudes
Temperatur
Temperature -40 -30 -20 -10 0 10 20 30 40 50 60 65 °C

Effektuttag
Power output 127 120 115 110 105 104 103 101 100 93 80 73 % av nominell effekt

% of nominal output

Höjd över havet
Altitude 1000 1500 2000 2500 3000 3500 4000 m

Effektuttag
Power output 100 98 93 87 82 78 73 % av nominell effekt

% of nominal output



AB Akronmaskiner l 531 94 Järpås, Sweden l tel +46 (0)510-914 00 l info@akron.se l www.akron.se

Pnom
(kW)

Poles
Speed
(rpm)

Size
~Amp
(400V)

~m
(kg)

~L
(mm)

0,04 8 635 63 0,3 5,5 184

0,09
6 895 63 0,5 5,5 184

8 660 71 0,6 7,5 208

0,12
4 1380 63 0,5 5,5 184

8 660 71 0,7 7,5 208

0,18

4 1370 63 0,6 5,5 184

6 910 71 0,8 7,5 208

8 695 80 1,1 9,0 238

0,25

4 1400 71 0,8 7,5 208

6 920 80* 1,1 9,0 238

8 640 80 1,5 9,0 238

0,37

2 2815 71 0,9 7,5 208

4 1410 71 1,1 7,5 208

6 920 80 1,1 9,0 238

8 700 90S 1,6 13 272

0,55

2 2820 71 1,2 7,5 208

4 1400 80 1,6 9,0 238

6 920 80 1,8 9,0 238

8 680 90L 2,4 15 272

0,75

2 2820 80 1,6 9,0 238

4 1390 80 1,8 9,0 238

6 940 90S 2,1 13 272

8 690 100L 2,9 27 308

1,1

2 2870 80 2,5 9,0 238

4 1400 90S 2,0 13 272

6 935 90L 3,0 15 272

8 690 100L 3,4 27 308

1,5

2 2840 90S 3,1 13 272

4 1435 90L 3,8 15 272

6 940 100L 4,2 27 308

8 700 112M 4,1 33 322

2,2

2 2850 90L 4,8 15 272

4 1425 100L 4,8 27 308

6 945 112M 5,9 33 322

8 710 132S 5,9 54 371

3,0

2 2880 100L 5,6 27 308

4 1430 100L 7,1 27 308

6 955 132S 7,5 54 371

8 700 132M 8,0 54 371

4,0

2 2850 112M 7,6 33 322

4 1430 112M 8,0 33 322

6 955 132M 9,9 54 371

8 710 160M 9,6 121 495

Pnom
(kW)

Poles
Speed
(rpm)

Size
~Amp
(400V)

~m
(kg)

~L
(mm)

5,5

2 2885 132S 10,3 54 371

4 1450 132S 11,6 54 371

6 975 132M 11,0 54 371

8 710 160M 12,9 121 495

7,5

2 2885 132S 13,8 54 371

4 1450 132M 15,3 54 371

6 975 160M 15,0 121 495

8 710 160L 18,0 143 540

11,0

2 2920 160M 20 121 495

4 1460 160M 23 121 495

6 975 160L 23 143 540

15,0

2 2925 160M 27 121 495

4 1465 160L 28 143 540

6 975 180L 30 204 605

18,5

2 2920 160L 34 143 540

4 1475 180M 35 174 567

6 975 200L 35 254 680

22,0

2 2930 180M 41 174 567

4 1470 180L 40 204 605

6 975 200L 42 254 680

30,0

2 2950 200L 54 254 680

4 1480 200L 56 254 680

6 980 225M 56 380 725

37,0

2 2950 200L 66 254 680

4 1470 225S 73 350 700

6 980 250MX 69 500 830

45,0

2 2965 225M 79 380 715

4 1475 225M 84 380 725

6 985 280S 82 620 895

55,0

2 2955 250MX 91 500 830

4 1480 250MX 101 500 830

6 980 280M 104 700 945

75,0
2 2960 280M 128 700 945

4 1490 280S 131 620 895

90,0
2 2975 280M 150 700 945

4 1480 280M 157 700 945

110,0 4 1485 315S 187 900 1010

132,0 4 1485 315M 224 950 1060

160,0 4 1488 315L 270 1200 1125

200,0 4 1488 315LX 337 1200 1220

L = Längd utan axel men med kylfäktkåpa. Längdmåttet kan variera, ±5 mm för storlek 63-132, 
±10 mm för storlek 160-315. För storlek 160 och uppåt visas längdmåttet för utförande B3.

L = Length excl shaft but inclusive of cooling fan cover. The length can vary, ±5 mm for sizes 63-132, 
±10 mm for sizes 160-315. Length for B3 version is shown for sizes 160 and upwards.

Motordata  n  Motor data

Motorstorlek
Frame size 63 71 80 90 100 112 132 160 180 200

225 250 280 315 S/M 315 L mm

2p 4p/6p 2p 4p/6p 2p 4p/6p 2p 4p 2p 4p

Axeldiameter
Shaft diameter 11 14 19 24 28 28 38 42 48 55 55 60 60 65 65 75 65 80 70 90 mm

Axellängd
Shaft length 23 30 40 50 60 60 80 110 110 110 110 140 140 140 140 140 140 170 140 170 mm

Material Aluminium Gjutjärn  n  Cast iron


